DRIVERS

DALI ORDER CODE DIMENSIONS SPECS
TD24DO0O01 Length: 170 mm Max. watt: 60W
Width: 57 mm Voltage: 24V
24V Height: 18 mm IP 20
DALI ORDER CODE DIMENSIONS SPECS
TD24D002 Length: 190 mm Max. watt: 100W
Width: 65 mm Voltage: 24V
24V Height: 22 mm IP 20
DALI ORDER CODE DIMENSIONS SPECS
TD24D003 Length: 191 mm Max. watt: 120W
Width: 63 mm Voltage: 24V
24V Height: 375 mm IP: 67
DALI ORDER CODE DIMENSIONS SPECS
TD350D001 Length: 78 mm Max. watt: 20W
Width: 40,5mm Voltage: 3-45V
350MA Height: 22 mm IP 20
DALI ORDER CODE DIMENSIONS SPECS
TD350D002 Length: 108 mm Max. watt: 17W
Width: 52mm Voltage: 10-49V
350MA Height: 22 mm IP: 20
DALI ORDER CODE DIMENSIONS SPECS
TD350D003 Length: 11 mm Max. watt: 39W
Width: 79 mm Voltage: 20-112V
350MA Height: 22 mm 1P: 20
DALI ORDER CODE DIMENSIONS SPECS
TD500D001 Length: 78 mm Max. watt: 20W
Width: 40,5 mm Voltage: 3-40V
500MA Height: 22 mm IP 20
DALI ORDER CODE DIMENSIONS SPECS
TD500D002 Length: 280 mm Max. watt: 35W
Width: 30 mm Voltage: 15-54V
500MA Height: 21mm IP: 20
DALI ORDER CODE DIMENSIONS SPECS
TD500D003 Length: 360 mm Max. watt: 75W
Width: 30 mm Voltage: 64-145V
500MA Height: 21mm 1P: 20
DALI ORDER CODE DIMENSIONS SPECS
TD500D004 Length: 360 mm Max. watt: 100W
Width: 30 mm Voltage: 64-200V
500MA Height: 21mm IP 20
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ON/OFF ORDER CODE DIMENSIONS SPECS
TD12NOO1 Length: 46 mm Max. watt: 6w
Width: 43,5 mm Voltage: 12V
12v Height: 22,5mm 1P: 20
ON/OFF ORDER CODE DIMENSIONS SPECS
TD12N002 Length: 118 mm Max. watt: 20W
Width: 35mm Voltage: 12V
12v Height: 26 mm IP: 67
ON/OFF ORDER CODE DIMENSIONS SPECS
TD24N0O1 Length: 148 mm Max. watt: 35W
Width: 40 mm Voltage: 24V
24V Height: 30 mm IP 67
ON/OFF ORDER CODE DIMENSIONS SPECS
TD24N002 Length: 162 mm Max. watt: 60W
Width: 42 mm Voltage: 24V
24V Height: 30mm IP 67
ON/OFF ORDER CODE DIMENSIONS SPECS
TD24N003 Length: 190 mm Max. watt: 100W
Width: 52 mm Voltage: 24V
24V Height: 37 mm IP: 67
ON/OFF ORDER CODE DIMENSIONS SPECS
TD350N001 Length: 48 mm Max. watt: 3,6W
Width: 27 mm Voltage: 2-10V
350MA Height: 21mm P 20
ON/OFF ORDER CODE DIMENSIONS SPECS
TD350N002 Length: 118 mm Max. watt: 16W
Width: 35mm Voltage: 9-48V
350MA Height: 26 mm IP: 67
0-10V ORDER CODE DIMENSIONS SPECS
TD24V001 Length: 150 mm Max. watt: 40W
Width: 53 mm Voltage: 24V
24V Height: 35mm IP: 67
0_10V ORDER CODE DIMENSIONS SPECS
TD24V002 Length: 150 mm Max. watt: 60W
Width: 53 mm Voltage: 24V
24V Height: 35mm IP 67
0_10V ORDER CODE DIMENSIONS SPECS
TD24V003 Length: 171mm Max. watt: 90w
Width: 63 mm Voltage: 24V
24v Height: 37.5mm IP: 67
0-10V ORDER CODE DIMENSIONS SPECS
TD24V004 Length: 191 mm Max. watt: 120W
Width: 63 mm Voltage: 24V
24V Height: 37,5mm IP: 67
1-1 OV/PUSH ORDER CODE DIMENSIONS SPECS
TD350V002 Length: 10,4 mm Max. watt: 18W
Width: 52mm Voltage: 15-50V
350MA Height: 22 mm IP 20
0_10V/1_10V/PUSH ORDER CODE DIMENSIONS SPECS
TD350V001 Length: 124 mm Max. watt: 39W
Width: 79 mm Voltage: 20-112V
350MA Height: 22mm 1P: 20
0-10V/1-10V/PUSH ORDER CODE DIMENSIONS SPECS
TD500V001 Length: 124 mm Max. watt: 39W
Width: 79 mm Voltage: 2-112V
500MA Height: 22 mm 1P: 20
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TRIAC ORDER CODE DIMENSIONS SPECS
TD12T001 Diameter: 47 mm Max. watt: 10-50W
Height: 19 mm Voltage: 12v
12v IP: 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD12T002 Length: 17 mm Max. watt: 2,5-7T0W
Width: 32mm Voltage: 12V
12v Height: 20 mm IP: 20
TR'AC ORDER CODE DIMENSIONS SPECS
TD24T001 Length: 184 mm Max. watt: 50W
Width: 61mm Voltage: 24V
24V Height: 32mm IP 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD24T002 Length: 210 mm Max. watt: 100W
Width: 67 mm Voltage: 24V
24V Height: 34 mm 1P: 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD350T001 Length: 83 mm Max. watt: 10w
Width: 38 mm Voltage: 8,5-28V
350MA Height: 21,5 mm IP: 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD350T002 Length: 48 mm Max. watt: 4w
Width: 30 mm Voltage: 6-12V
350MA Height: 20 mm IP 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD350T003 Length: 166 mm Max. watt: 40W
Width: 52 mm Voltage: 53-106V
350MA Height: 24 mm IP: 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD350T004 Length: 108 mm Max. watt: 18W
Width: 52 mm Voltage: 25-51V
350MA Height: 22 mm 1P: 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD350T005 Length: 84 mm Max. watt: 25W
Width: 57 mm Voltage: 40-58V
350MA Height: 29,5mm IP 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD350T006 Length: 65 mm Max. watt: 15W
Width: 43 mm Voltage: 21-42V
350MA Height: 24 mm IP: 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD350T007 Length: 128 mm Max. watt: 37W
Width: 60 mm Voltage: 70-108V
350MA Height: 31,5 mm 1P: 20
TR'AC ORDER CODE DIMENSIONS SPECS
TD350T008 Length: 58 mm Max. watt: 8W
Width: 36 mm Voltage: 12-23V
350MA Height: 20 mm IP 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD500T001 Length: 83 mm Max. watt: 10W
Width: 38 mm Voltage: 9-20V
500MA Height: 21,5 mm 1P: 20
TRIAC ORDER CODE DIMENSIONS SPECS
TD500T002 Length: 95 mm Max. watt: 18W
Width: 53 mm Voltage: 18-36V
500MA Height: 30 mm IP: 20
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