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BANG

Spot — Design by Alain Monnens

BANG 1 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
GU10 Black T23C3HZL Lamp type: RETROFIT LED
White T23C3HWL Colour temp: -
Brushed alu T23C3HAB Fitting: GU10
Max. watt: 8W
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Use With Bang 1 frame when flush mounting to ceiling is not possible (p.3)
Excl. lightbulb @ IP20
BANG 2 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
GU10 Black T34C1HZL Lamp type RETROFIT LED
White T34C1HWL Colour temp: -
Brushed alu T34C1HAB Fitting: GU10
Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
C) IP20
BANG 3 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
GU10 Black T35CIHZL Lamp type: RETROFIT LED
White T35CIHWL Colour temp: -
Brushed alu T35C1HAB Fitting: GU10
Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
() IP20
BANG 4 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
GuU10 Black T36CTHZL Lamp type: RETROFIT LED
White T36CIHWL Colour temp: -
Brushed alu T36C1HAB Fitting: GU10
Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
C) IP20
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BANG 4 SQUARE

FINISH & ORDER CODE

LIGHT SPECS & ELECTRO

GuU10 Black T38CIHZL Lamp type: RETROFIT LED
White T38C1HWL Colour temp: -
Brushed alu T38C1HAB Fitting: GU10
Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
@ IP20
BANG 5 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
GuU10 Black T37CIHZL Lamp type: RETROFIT LED
White T37C1HWL Colour temp: -
Brushed alu T37C1HAB Fitting: GU10
Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
@ IP20
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BANG 1 FRAME

FINISH & ORDER CODE

Black T31P6ZL
White T31P6WL
Brushed alu T31P6AB

ADDITIONAL INFORMATION

RAL colours available

Use with Bang 1 when flush mounting to ceiling is not possible (p. 1)
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RANGE OF MOTION
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