
PRODUCT INFORMATION

GRID 
Ceiling / Wall  — Design by Glenn Marys



GRID 1 SP OT 
CEILING
ARM
295

FINISH & ORDER CODE

Black anodized	 T108P1DZA
White	 T108P1DWL
Brushed alu	 T108P1DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 4W
Voltage:	 11,3V - 350mA
Lumen:	 400
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 1 SP OT 
CEILING
ARM
545

FINISH & ORDER CODE

Black anodized	 T108P2DZA
White	 T108P2DWL
Brushed alu	 T108P2DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 4W
Voltage:	 11,3V - 350mA
Lumen:	 400
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 1 SP OT 
CEILING
ARM
795

FINISH & ORDER CODE

Black anodized	 T108P3DZA
White	 T108P3DWL
Brushed alu	 T108P3DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 4W
Voltage:	 11,3V - 350mA
Lumen:	 400
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 2 SP OTS 
CEILING
ARM
340

FINISH & ORDER CODE

Black anodized	 T108P4DZA
White	 T108P4DWL
Brushed alu	 T108P4DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 8W
Voltage:	 22,6V - 350mA
Lumen:	 800
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20
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GRID 
Ceiling/wall — Design by Glenn Marys 



GRID 2 SP OTS 
CEILING
ARM
590

FINISH & ORDER CODE

Black anodized	 T108P5DZA
White	 T108P5DWL
Brushed alu	 T108P5DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 8W
Voltage:	 22,6V - 350mA
Lumen:	 800
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 2 SP OTS 
CEILING
ARM
840

FINISH & ORDER CODE

Black anodized	 T108P6DZA
White	 T108P6DWL
Brushed alu	 T108P6DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 8W
Voltage:	 22,6V - 350mA
Lumen:	 800
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 1 GLOBE 
CEILING/WALL
ARM
325

FINISH & ORDER CODE

Black anodized	 T108SP1DZA
White	 T108SP1DWL
Brushed alu	 T108SP1DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 4W
Voltage:	 11,3V - 350mA
Lumen:	 400
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 1 GLOBE 
CEILING/WALL
ARM
575

FINISH & ORDER CODE

Black anodized	 T108SP2DZA
White	 T108SP2DWL
Brushed alu	 T108SP2DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 4W
Voltage:	 11,3V - 350mA
Lumen:	 400
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 1 GLOBE 
CEILING/WALL
ARM
825

FINISH & ORDER CODE

Black anodized	 T108SP3DZA
White	 T108SP3DWL
Brushed alu	 T108SP3DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 4W
Voltage:	 11,3V - 350mA
Lumen:	 400
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

2C E I L I N G/ WA L L grid 



GRID 2 GLOBES 
CEILING/WALL
ARM
400

FINISH & ORDER CODE

Black anodized	 T108SP4DZA
White	 T108SP4DWL
Brushed alu	 T108SP4DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 8W
Voltage:	 22,6V - 350mA
Lumen:	 800
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 2 GLOBES 
CEILING/WALL
ARM
650

FINISH & ORDER CODE

Black anodized	 T108SP5DZA
White	 T108SP5DWL
Brushed alu	 T108SP5DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 8W
Voltage:	 22,6V - 350mA
Lumen:	 800
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID 2 GLOBES 
CEILING/WALL
ARM
900

FINISH & ORDER CODE

Black anodized	 T108SP6DZA
White	 T108SP6DWL
Brushed alu	 T108SP6DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 8W
Voltage:	 22,6V - 350mA
Lumen:	 800
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20
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��5
��5

40

GRID SP OT/GLOBE 
BASE 
MAX. 2X4W
DIM TRIAC

FINISH & ORDER CODE

Black anodized	 T108C2DZA
White	 T108C2DWL
Brushed alu	 T108C2DAB

LIGHT SPECS & ELECTRO

Lamp type:	 -
Colour temp:	 -
Fitting:	 - 
Max. watt:	 2x4W
Voltage:	 230V
Lumen:	 -
Gear:	 INCLUDED
Beam angle:	 -
CRI:	 -

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available

IP20

��5
��5

40

GRID SP OT / GLOBE 
BASE 
3X4W/4X4W  
DIM TRIAC

FINISH & ORDER CODE

Black anodized	 T108C1DZA
White	 T108C1DWL
Brushed alu	 T108C1DAB

LIGHT SPECS & ELECTRO

Lamp type:	 -
Colour temp:	 -
Fitting:	 - 
Max. watt:	 3x4W/4x4W
Voltage:	 230V
Lumen:	 -
Gear:	 INCLUDED
Beam angle:	 -
CRI:	 -

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available

IP20

��5
��5

40

GRID SP OT / GLOBE 
BASE 
MAX. 4X4W
DIM DALI

FINISH & ORDER CODE

Black anodized	 T108C1DZADD
White	 T108C1DWLDD
Brushed alu	 T108C1DABDD

LIGHT SPECS & ELECTRO

Lamp type:	 -
Colour temp:	 -
Fitting:	 - 
Max. watt:	 MAX. 4x4W
Voltage:	 230V
Lumen:	 -
Gear:	 INCLUDED
Beam angle:	 -
CRI:	 -

INCL . DALI DRIVER

ADDITIONAL INFORMATION

RAL colours available

IP20

��5
��5

40

GRID SP OT/GLOBE 
BASE 

FINISH & ORDER CODE

Black anodized	 T108C1ZA
White	 T108C1WL
Brushed alu	 T108C1AB

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available

500

GRID SP OT/GLOBE 
CONNECTION PIECE 
500

FINISH & ORDER CODE

Black anodized	 T108P7DZA
White	 T108P7DWL
Brushed alu	 T108P7DAB

ADDITIONAL INFORMATION

RAL colours available

4C E I L I N G/ WA L L grid 



750

GRID SP OT/GLOBE 
CONNECTION PIECE 
750

FINISH & ORDER CODE

Black anodized	 T108P8DZA
White	 T108P8DWL
Brushed alu	 T108P8DAB

ADDITIONAL INFORMATION

RAL colours available

�000

GRID SP OT/GLOBE 
CONNECTION PIECE 
1000

FINISH & ORDER CODE

Black anodized	 T108P9DZA
White	 T108P9DWL
Brushed alu	 T108P9DAB

ADDITIONAL INFORMATION

RAL colours available
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6C E I L I N G/ WA L L grid 

GRID 1 SPOT CEILING ARM 295

�0

295

Ø36

40

GRID 1 SPOT CEILING ARM 545

�0

545

Ø36

40

GRID 1 SPOT CEILING ARM 795

�0

795

Ø36

40

GRID 2 SPOTS CEILING ARM 340

340

Ø36Ø36

40

GRID 2 SPOTS CEILING ARM 590

590

Ø36Ø36

40

GRID 2 SPOTS CEILING ARM 840

840

Ø36Ø36

40
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GRID 1 GLOBE CEILING ARM 325

�0

295

325

Ø�00

40
�40

GRID 1 GLOBE CEILING ARM 575

�0

545

575

Ø�00

40
�40

GRID 1 GLOBE CEILING ARM 825

�0

795

825

Ø�00

40
�40

GRID 2 GLOBES CEILING ARM 400

Ø�00 Ø�00

�40

340

400

40

GRID 2 GLOBES CEILING ARM 650

Ø�00 Ø�00

�40

590

650

40

GRID 2 GLOBES CEILING ARM 900

Ø�00 Ø�00

�40

840

900

40



8C E I L I N G/ WA L L grid 

ORDER EXAMPLE

BASES

A.	 Grid spot/globe base max. 3x 4w/4x 4w  	
	 dim triac 
B.	 Grid spot/globe base max. 2x 4w   		
	 dim triac

ARMS

1.	 Grid 1 spot ceiling arm 295
2.	 Grid 1 globe ceiling arm 325
3.	 Grid 1 spot ceiling arm 545
4.	 Grid 1 globe ceiling arm 575
5.	 Grid 1 spot ceiling arm 795

CONNECTION PIECES

1.	 Grid Connection piece 500
2.	 Grid Connection piece 750

ORDER CODES

2x   T108C1D...

2x   T108C2D...

2x   T108P1D...
3x   T108SP1D...
3x   T108P2D...     
1x	 T108SP2D...
2x   T108P3D...

1x	  108P7D...
2X 108P8D...

SKETCH INDICATING THE 
ARRANGEMENT AND 
ORDER OF ALL PARTS IS 
REQUIRED TO ORDER

A

A

B

B


