
PRODUCT INFORMATION

GRID 
Suspension — Design by Glenn Marys



GRID SP OT 
SUSPENSION 
3X 295

FINISH & ORDER CODE

Black anodized	 T108HP1DZA
White	 T108HP1DWL
Brushed alu	 T108HP1DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 12W
Voltage:	 33,9V-350mA
Lumen:	 1200
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

EXCL . BASE AND DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID SP OT 
SUSPENSION
3X 545

FINISH & ORDER CODE

Black anodized	 T108HP2DZA
White	 T108HP2DWL
Brushed alu	 T108HP2DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 12W
Voltage:	 33,9V-350mA
Lumen:	 1200
Gear:	 NOT INCLUDED
Beam angle:	 45°
CRI:	 90

EXCL . BASE AND DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID GLOBE 
SUSPENSION
3X 325

FINISH & ORDER CODE

Black anodized	 T108SHP1DZA
White	 T108SHP1DWL
Brushed alu	 T108SHP1DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 12W
Voltage:	 33,9V-350mA
Lumen:	 1200
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

EXCL . BASE AND DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID GLOBE 
SUSPENSION
3X 575

FINISH & ORDER CODE

Black anodized	 T108SHP2DZA
White	 T108SHP2DWL
Brushed alu	 T108SHP2DAB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 12W
Voltage:	 33,9V-350mA
Lumen:	 1200
Gear:	 NOT INCLUDED
Beam angle:	 360°
CRI:	 90

EXCL . BASE AND DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available

IP20

GRID S U S P E N S I O N1

GRID 
Suspension — Design by Glenn Marys Suspension



2S U S P E N S I O N GRID 

�37

42

Ø60

Ø20

GRID BASE 
SUSPENSION
SINGLE 
DIM TRIAC

FINISH & ORDER CODE

Black anodized	 T108H1DZA
White	 T108H1DWL	
Brushed alu	 T108H1DAB

LIGHT SPECS & ELECTRO

Lamp type:	 -
Colour temp:	 -
Fitting:	 - 
Max. watt:	 12W
Voltage:	 230V
Lumen:	 -
Gear:	 INCLUDED
Beam angle:	 -
CRI:	 -

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available

IP20

�37

42

Ø60

Ø20

GRID BASE 
SUSPENSION 
SINGLE
DIM DALI

FINISH & ORDER CODE

Black anodized	 T108H1DZAD
White	 T108H1DWLD
Brushed alu	 T108H1DABD

LIGHT SPECS & ELECTRO

Lamp type:	 -
Colour temp:	 -
Fitting:	 - 
Max. watt:	 12W
Voltage:	 230V
Lumen:	 -
Gear:	 INCLUDED
Beam angle:	 -
CRI:	 -

INCL . DALI DRIVER

ADDITIONAL INFORMATION

RAL colours available

IP20

�62

Ø80

Ø20

42

GRID BASE 
SUSPENSION 
DOUBLE
DIM TRIAC

FINISH & ORDER CODE

Black anodized	 T108H2DZA
White	 T108H2DWL
Brushed alu	 T108H2DAB

LIGHT SPECS & ELECTRO

Lamp type:	 -
Colour temp:	 -
Fitting:	 - 
Max. watt:	 24W
Voltage:	 230V
Lumen:	 -
Gear:	 INCLUDED
Beam angle:	 -
CRI:	 -

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available

IP20

327

Ø45

GRID BASE 
SUSPENSION 
DOUBLE
DIM DALI

FINISH & ORDER CODE

Black anodized	 T108H2DZAD
White	 T108H2DWLD
Brushed alu	 T108H2DABD

LIGHT SPECS & ELECTRO

Lamp type:	 -
Colour temp:	 -
Fitting:	 - 
Max. watt:	 24W
Voltage:	 230V
Lumen:	 -
Gear:	 INCLUDED
Beam angle:	 -
CRI:	 -

INCL . DALI DRIVER

ADDITIONAL INFORMATION

RAL colours available

IP20

38

Ø55

Ø�2

200

CEILING BASE 
ROD 200 
SB 55

FINISH & ORDER CODE

Black	 TBL016ZL
White	 TBL016WL
Brushed alu	 TBL016AB

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available



GRID S U S P E N S I O N3

Ø�2

200

ROD 200 FOR
SUSPENSION

FINISH & ORDER CODE

Black	 T108HRP1DZA
White	 T108HRP1DWL
Brushed alu	 T108HRP1DAB

ADDITIONAL INFORMATION

RAL colours available

38

Ø�00

Ø�2

200

CEILING BASE 
ROD ROD
SB 100

FINISH & ORDER CODE

Black	 TBL017ZL
White	 TBL017WL
Brushed alu	 TBL017AB

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available

Ø80

Ø�2

200

CEILING PLATE 
ROD 200
C1 80

FINISH & ORDER CODE

Black	 TPL011ZL
White	 TPL011WL

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
Hole size: 50 mm
Mounting holes distance: 60mm

Ø�00

Ø�2

200

CEILING PLATE 
ROD 200 
C1 100

FINISH & ORDER CODE

Black	 TPL012ZL
White	 TPL012WL

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
Hole size: 70 mm
Mounting holes distance: 82mm



4S U S P E N S I O N GRID 

GRID SP OT SUSPENSION 3X 295

Ø630

GRID GLOBE SUSPENSION 3X 325

Ø695

GRID SP OT SUSPENSION 3X 545

Ø��30

GRID GLOBE SUSPENSION 3X 375

Ø��95



GRID S U S P E N S I O N5

ORDER EXAMPLE

BASE

1.	 Grid base suspension double dim dali

PENDANT 

1.	 Rod 200 suspension
2.	 Grid globe suspension arms 3x 575
3.	 Grid spot suspension arms 3x 295

ORDER CODES

1x	 T108H2D...

4x T108HRP1D...
1x	 T108SHP2D...
1x	 T108HP1D...


