
PRODUCT INFORMATION

VICTOR
Spot LED — Design by tossB 



VICTOR SP OT LED 
M10

FINISH & ORDER CODE

Black	 T104S5DZL
White	 T104S5DWL
Brushed alu	 T104S5DAB
Bronze 	 T104S5DOE
Brushed brass	 T104S5DLB
Light bronze	 T104S5DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . BASE AND DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

IP20

Ø80

Ø�00

VICTOR SP OT LED
C1 80

FINISH & ORDER CODE

Black	 T104S1DZL
White	 T104S1DWL
Brushed alu	 T104S1DAB
Bronze 	 T104S1DOE
Brushed brass	 T104S1DLB
Light bronze	 T104S1DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Hole size: 50mm - mounting holes distance: 60mm

VICTOR SP OT LED
C1 100

FINISH & ORDER CODE

Black	 T104S4DZL
White	 T104S4DWL
Brushed alu	 T104S4DAB
Bronze 	 T104S4DOE
Brushed brass	 T104S4DLB
Light bronze	 T104S4DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Hole size: 70mm - Mounting holes distance: 82mm

IP20

IP20

Ø60 VICTOR SP OT LED
C1B 60 (40-50)

FINISH & ORDER CODE

Black	 T104S29DZL
White	 T104S29DWL
Bronze 	 T104S29DOE
Brushed brass	 T104S29DLB
Light bronze	 T104S29DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
For concrete ceiling - Hole size: 40-50 mm x h35m IP20

VICTOR S P OT1

VICTOR
Spot (LED) — Design by tossB



Ø90

Ø60

VICTOR SP OT LED 
C1S 90 (40-80)

FINISH & ORDER CODE

Black	 T104S13DZL
White	 T104S13DWL
Bronze 	 T104S13DOE
Brushed brass	 T104S13DLB
Light bronze	 T104S13DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
For plasterboard ceiling- Hole size: 40-80 mm x h35mm

VICTOR SP OT LED 
C1S 60 (40-50)

FINISH & ORDER CODE

Black	 T104S28DZL
White	 T104S28DWL
Bronze 	 T104S28DOE
Brushed brass	 T104S28DLB
Light bronze	 T104S28 DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
For plasterboard ceiling- Hole size: 40-50 mm x h35m

IP20

IP20

Ø55

38

VICTOR SP OT LED
SB 55

FINISH & ORDER CODE

Black	 T104S90DZL
White	 T104S90DWL
Brushed alu	 T104S90DAB
Bronze 	 T104S90DOE
Brushed brass	 T104S90DLB
Light bronze	 T104S90DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

IP20

Ø90 VICTOR SP OT LED
C1B 90 (75-85)

FINISH & ORDER CODE

Black	 T104S30DZL
White	 T104S30DWL
Bronze 	 T104S30DOE
Brushed brass	 T104S30DLB
Light bronze	 T104S30DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 10° and 25° available
For concrete ceiling - Hole size: 75-85 mm x h35mm IP20

Ø90 VICTOR SP OT LED
C1B 90 (50-60)

FINISH & ORDER CODE

Black	 T104S31DZL
White	 T104S31DWL
Bronze 	 T104S31DOE
Brushed brass	 T104S31DLB
Light bronze	 T104S31DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 17.3V - 350mA
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
For concrete ceiling - Hole size: 50-60 mm x h35mm IP20

2S P OT VICTOR



45

�5947

45

�5947
VICTOR SP OT LED
MB1
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S171RDZL
White	 T104S171RDWL
Bronze 	 T104S171RDOE
Brushed brass	 T104S171RDLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 230V
Lumen:	 740
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
dali  dimming on request IP20

45

�5947
VICTOR SP OT LED
MB2
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S172DZL
White	 T104S172DWL
Bronze 	 T104S172DOE
Brushed brass	 T104S172DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 12W
Voltage:	 230V
Lumen:	 1480
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
dali  dimming on request IP20

Ø�00

38

VICTOR SP OT LED 
SB 100
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S91DZL
White	 T104S91DWL
Brushed alu	 T104S91DAB
Bronze 	 T104S91DOE
Brushed brass	 T104S91DLB
Light bronze	 T104S91DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 230V
Lumen:	 740
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

45

�59 �59
VICTOR SP OT LED
MB4V
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S170DZL
White	 T104S170DWL
Bronze 	 T104S170DOE
Brushed brass	 T104S170DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 24W
Voltage:	 230V
Lumen:	 2960
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

�00

45

�00
VICTOR SP OT LED 
MB1V
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S171DZL
White	 T104S171DWL
Bronze 	 T104S171DOE
Brushed brass	 T104S171DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 230V
Lumen:	 740
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

VICTOR S P OT3



28

�9582

�95�95

28

VICTOR SP OT LED
V4
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S150DZL
White	 T104S150DWL
Bronze 	 T104S150DOE
Brushed brass	 T104S150DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 24W
Voltage:	 230V
Lumen:	 2960
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request

VICTOR SP OT LED
R2
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S152DZL
White	 T104S152DWL
Bronze 	 T104S152DOE
Brushed brass	 T104S152DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 12W
Voltage:	 230V
Lumen:	 1480
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

IP20

28

8282 VICTOR SP OT LED
V1
ON/OFF

FINISH & ORDER CODE

Black	 T104S51DZL
White	 T104S51DWL
Bronze 	 T104S51DOE
Brushed brass	 T104S51DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 230V
Lumen:	 740
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . ON/OFF DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Triac or dali  dimming on request IP20

IP20

45

47
270

VICTOR SP OT LED
MB4
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S174DZL
White	 T104S174DWL
Bronze 	 T104S174DOE
Brushed brass	 T104S174DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 24W
Voltage:	 230V
Lumen:	 2960
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

45

47
270

VICTOR SP OT LED
MB3
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S173DZL
White	 T104S173DWL
Bronze 	 T104S173DOE
Brushed brass	 T104S173DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 18W
Voltage:	 230V
Lumen:	 2220
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

4S P OT VICTOR



79

30

�80

VICTOR SP OT LED
FB2
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S82DZL
White	 T104S82DWL
Brushed alu	 T104S82DAB
Bronze 	 T104S82DOE
Brushed brass	 T104S82DLB
Light bronze	 T104S82DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 12W
Voltage:	 230V
Lumen:	 1480
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

79

30
320

VICTOR SP OT LED
FB3
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S83DZL
White	 T104S83DWL
Brushed alu	 T104S83DAB
Bronze 	 T104S83DOE
Brushed brass	 T104S83DLB
Light bronze	 T104S83DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 18W
Voltage:	 230V
Lumen:	 2220
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

82
320

28

VICTOR SP OT LED
R3
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S153DZL
White	 T104S153DWL
Bronze 	 T104S153DOE
Brushed brass	 T104S153DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 18W
Voltage:	 230V
Lumen:	 2220
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

82
450

28

VICTOR SP OT LED
R4
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S154DZL
White	 T104S154DWL
Bronze 	 T104S154DOE
Brushed brass	 T104S154DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 24W
Voltage:	 230V
Lumen:	 2960
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

82
575

28

VICTOR SP OT LED
R5
DIM TRIAC

FINISH & ORDER CODE

Black	 T104S155DZL
White	 T104S155DWL
Bronze 	 T104S155DOE
Brushed brass	 T104S155DLB

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 30W
Voltage:	 230V
Lumen:	 3700
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

INCL . TRIAC DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available
Dali dimming on request IP20

VICTOR S P OT5



VICTOR SP OT LED
48V ADAPTOR BLACK
DIM DALI

FINISH & ORDER CODE

Black	 T104R6DZL
White	 T104R6DWL
Brushed alu	 T104R6DAB
Bronze 	 T104R6DOE
Brushed brass	 T104R6DLB
Light bronze	 T104R6DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 48V
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

IP20

VICTOR SP OT LED
3F ADAPTOR BLACK
DIM DALI

FINISH & ORDER CODE

Black	 T104R4DZL
White	 T104R4DWL
Brushed alu	 T104R4DAB
Bronze 	 T104R4DOE
Brushed brass	 T104R4DLB
Light bronze	 T104R4DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 230V
Lumen:	 740
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

ONLY FOR EUTRAC RAILS

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

VICTOR SP OT LED
3F ADAPTOR WHITE
DIM DALI

FINISH & ORDER CODE

Black	 T104R24DZL
White	 T104R24DWL
Brushed alu	 T104R24DAB
Bronze 	 T104R24DOE
Brushed brass	 T104R24DLB
Light bronze	 T104R24DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 230V
Lumen:	 740
Gear:	 INCLUDED
Beam angle:	 25°
CRI:	 90

ONLY FOR EUTRAC RAILS

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

VICTOR SP OT LED
48V ADAPTOR BLACK
DIM 0-10V

FINISH & ORDER CODE

Black	 T104R1DZL
White	 T104R1DWL
Brushed alu	 T104R1DAB
Bronze 	 T104R1DOE
Brushed brass	 T104R1DLB
Light bronze	 T104R1DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 48V
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

VICTOR SP OT LED
48V ADAPTOR WHITE
DIM 0-10V

FINISH & ORDER CODE

Black	 T104R11DZL
White	 T104R11DWL
Brushed alu	 T104R11DAB
Bronze 	 T104R11DOE
Brushed brass	 T104R11DLB
Light bronze	 T104R11DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 48V
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

IP20

IP20

IP20

IP20

6S P OT VICTOR



VICTOR SP OT LED
48V ADAPTOR WHITE
DIM DALI

FINISH & ORDER CODE

Black	 T104R16DZL
White	 T104R16DWL
Brushed alu	 T104R16DAB
Bronze 	 T104R16DOE
Brushed brass	 T104R16DLB
Light bronze	 T104R16DBL

LIGHT SPECS & ELECTRO

Lamp type:	 LED
Colour temp:	 2700K
Fitting:	 - 
Max. watt:	 6W
Voltage:	 48V
Lumen:	 740
Gear:	 NOT INCLUDED
Beam angle:	 25°
CRI:	 90

EXCL . DRIVER

ADDITIONAL INFORMATION

RAL colours available
3000K available - Beam angle 40° and 60° available

IP20

VICTOR S U S P E N S I O N7

Ø52

VICTOR 
HONEYCOMB

FINISH & ORDER CODE

Black	 TA01

ADDITIONAL INFORMATION



RANGE OF MOTION

65°

VICTOR SP OT

�20

Ø55 Ø55

�50

8S P OT VICTOR


