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VICTOR

Spot (retrofit) — Design by tossB

VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
M10 Black T104S5HZL Lamp type: RETROFIT LED
White T104S5HWL Colour temp: -
Brushed alu T104S5HAB Fitting: GU10
Bronze T104S5HOE Max. watt: 8W
Brushed brass T104S5HLB Voltage: 230V
Light bronze T104S5HBL Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
@ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
c180 Black T104S1HZL Lamp type RETROFIT LED
White T104S1HWL Colour temp: -
Brushed alu T104S1HAB Fitting: GU10
Bronze T104S1HOE Max. watt: 8w
Brushed brass T104S1HLB Voltage: 230V
Light bronze T104S1HBL Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Hole size: 50mm - mounting holes distance: 60mm
Excl. lightbulb @ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
C1100 Black T104S4HZL Lamp type: RETROFIT LED
White T104S4HWL Colour temp: -
Brushed alu T104S4HAB Fitting: GU10
Bronze T104S4HOE Max. watt: 8w
Brushed brass T104S4HLB Voltage: 230V
Light bronze T104S4HBL Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Hole size: 50mm - mounting holes distance: 60mm
Excl. lightbulb @ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
C1B 60 (40-50) Black T104S29HZL Lamp type: RETROFIT LED
White T104S29HWL Colour temp: -
Bronze T104S29HOE Fitting: GU10
Brushed brass T104S29HLB Max. watt: 8W
Light bronze T104S29HBL Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
For concrete ceiling - Hole size: 40-50 mm x h35m
Excl. lightbulb @ IP20
1 VICTOR SPOT



VICTOR SPOT GU10
C1B 90 (50-60)

FINISH & ORDER CODE

Black T104S31HZL
White T104S31HWL
Bronze T104S31HOE
Brushed brass T104S31HLB
Light bronze T104S31HBL

ADDITIONAL INFORMATION

RAL colours available
Hole size: 50-60 mm x h35mm
Excl. lightbulb

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 8w

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRI: -

@ IP20

@90

VICTOR SPOT GU10
C1B 90 (75-85)

FINISH & ORDER CODE

Black T104S30HZL
White T104S30HWL
Bronze T104S30HOE
Brushed brass T104S30HLB
Light bronze T104S30HBL

ADDITIONAL INFORMATION

RAL colours available
Hole size: 75-85 mm x h35mm
Excl. lightbulb

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 8w

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRI: -

@ IP20

VICTOR SPOT GU10
C1S 60 (40-50)

FINISH & ORDER CODE

Black T104S28HZL
White T104S28HWL
Bronze T104S28HOE
Brushed brass T104S28HLB
Light bronze T104S28HBL

ADDITIONAL INFORMATION

RAL colours available
Hole size: 40-50 mm x h35m
Excl. lightbulb

LIGHT SPECS & ELECTRO

Lamp type RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 8w

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRl: -

@ IP20

VICTOR SPOT GU10
C1S 90 (40-80)

FINISH & ORDER CODE

Black T104S13HZL
White T104S13HWL
Bronze T104S13HOE
Brushed brass T104S13HLB
Light bronze T104S13HBL

ADDITIONAL INFORMATION

RAL colours available
Hole size: 40-80 mm x h35mm
Excl. lightbulb

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 8w

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRI: -

@ IP20

@55

VICTOR SPOT GU10
SB 55

FINISH & ORDER CODE

Black T104S90HZL
White T104S90HWL
Brushed alu T104S90HAB
Bronze T104S90HOE
Brushed brass T104S90HLB
Light bronze T104S90HBL

ADDITIONAL INFORMATION

RAL colours available
Excl. lightbulb

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 8w

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRI: -

@ IP20

SPOT

VICTOR




100

38

VICTOR SPOT GU10
SB 100

FINISH & ORDER CODE

Black T104S91HZL
White T104S91HWL
Brushed alu T104S91HAB
Bronze T104S91HOE
Brushed brass T104S91HLB
Light bronze T104S91HBL

ADDITIONAL INFORMATION

RAL colours available

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 8w

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRI: -

Excl. lightbulb
@ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
MB1V Black T104S71HZL Lamp type RETROFIT LED
White T104S71HWL Colour temp: -
Bronze T104S71HOE Fitting: GU10
Brushed brass T104S71HLB Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available

@ IP20

VICTOR SPOT GU10
MB4V

FINISH & ORDER CODE

Black T104S70HZL
White T104S70HWL
Bronze T104S70HOE

Brushed brass T104S70HLB

ADDITIONAL INFORMATION

RAL colours available
Excl. lightbulb

LIGHT SPECS & ELECTRO

Lamp type RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 4x 8W

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRl: -

@ P20
VlCTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
MB1 Black T104S71RHZL Lamp type: RETROFIT LED
White T104S71RHWL Colour temp: -
Bronze T104S71RHOE Fitting: GU10
Brushed brass T104S71RHLB Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available

Excl. lightbulb
@ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
MB2 Black T104S72HZL Lamp type: RETROFIT LED
White T104S72HWL Colour temp: -
Bronze T104S72HOE Fitting: GU10
Brushed brass T104S72HLB Max. watt: 2x 8W
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available
Excl. lightbulb

@ IP20

VICTOR
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VICTOR SPOT GU10
MB3

FINISH & ORDER CODE

Black T104S73HZL
White T104S73HWL
Bronze T104S73HOE

Brushed brass T104S73HLB

ADDITIONAL INFORMATION

RAL colours available

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 3x 8W

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRI: -

Excl. lightbulb
@ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
MB4 Black T104S74HZL Lamp type: RETROFIT LED
White T104S74HWL Colour temp: -
Bronze T104S74HOE Fitting: GU10
Brushed brass T104S74HLB Max. watt: 4x 8W
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available

Excl. lightbulb
@ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
\A | Black T104S51HZL Lamp type RETROFIT LED
White T104S51HWL Colour temp: -
Bronze T104S51HOE Fitting: GU10
Brushed brass T104S51HLB Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available
Excl. lightbulb

@ P20
VlCTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
v4a Black T104S50HZL Lamp type: RETROFIT LED
White T104S50HWL Colour temp: -
Bronze T104S50HOE Fitting: GU10
Brushed brass T104S50HLB Max. watt: 4x 8W
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available

Excl. lightbulb
@ IP20
V|CTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
R2 Black T104S52HZL Lamp type: RETROFIT LED
White T104S52HWL Colour temp: -
Bronze T104S52HOE Fitting: GU10
Brushed brass T104S52HLB Max. watt: 2x 8W
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available
Excl. lightbulb

@ IP20

VICTOR




VICTOR SPOT GU10
R3

FINISH & ORDER CODE

Black T104S53HZL
White T104S53HWL
Bronze T104S53HOE

Brushed brass T104S53HLB

ADDITIONAL INFORMATION

RAL colours available

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED
Colour temp: -

Fitting: GU10

Max. watt: 3x 8W

Voltage: 230V

Lumen: -

Gear: -

Beam angle: -

CRI: -

Excl. lightbulb
@ IP20
V|CTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
R4 Black T104S54HZL Lamp type: RETROFIT LED
White T104S54HWL Colour temp: -
Bronze T104S54HOE Fitting: GU10
Brushed brass T104S54HLB Max. watt: 4x 8W
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available

Excl. lightbulb
@ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
R5 Black T104S55HZL Lamp type RETROFIT LED
White T104S55HWL Colour temp: -
Bronze T104S55HOE Fitting: GU10
Brushed brass T104S55HLB Max. watt: 5x 8W
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available
Excl. lightbulb

@ P20
VlCTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
FB2 Black T104S82HZL Lamp type: RETROFIT LED
180 White T104S82HWL Colour temp: -
/ Brushed alu T104S82HAB Fitting: GU10
I 30 Bronze T104S82HOE Max. watt: 2x 8W
Brushed brass T104S82HLB Voltage: 230V
Light bronze T104S82HBL Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available

Excl. lightbulb
@ IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
FB3 Black T104S83HZL Lamp type: RETROFIT LED
White T104S83HWL Colour temp: -
Brushed alu T104S83HAB Fitting: GU10
Bronze T104S83HOE Max. watt: 3x 8W
Brushed brass T104S83HLB Voltage: 230V
Light bronze T104S83HBL Lumen: -
Gear: -
Beam angle: -
CRI: -

ADDITIONAL INFORMATION

RAL colours available
Excl. lightbulb

@ IP20

VICTOR
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VICTOR SPOT GU10
1F ADAPTOR BLACK

ONLY FOR GLOBAL RAILS

Black

White
Brushed alu
Bronze
Brushed brass
Light bronze

FINISH & ORDER CODE

T104R3HZL
T104R3HWL
T104R3HAB
T104R3HOE
T104R3HLB
T104R3HBL

ADDITIONAL INFORMATION

RAL colours available

LIGHT SPECS & ELECTRO

Lamp type:

Colour temp:

Fitting:

Max. watt:
Voltage:
Lumen:
Gear:

Beam angle:
CRI:

RETROFIT LED
GU10

8W

230V

Excl. lightbulb
IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
1F ADAPTOR WHITE Black T104R31HZL Lamp type: RETROFIT LED
White T104R31HWL Colour temp: -
Brushed alu T104R31HAB Fitting: GU10
Bronze T104R31HOE Max. watt: 8W
Brushed brass T104R31HLB Voltage: 230V
Light bronze T104R31HBL Lumen: -
ONLY FOR GLOBAL RAILS Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
IP20
V|CTOR SPOT GU-IO FINISH & ORDER CODE LIGHT SPECS & ELECTRO
3F ADAPTOR BLACK Black T104R1HZL Lamp type RETROFIT LED
White T104R1IHWL Colour temp: -
Brushed alu T104R1HAB Fitting: GU10
Bronze T104R1HOE Max. watt: 8w
Brushed brass T104R1HLB Voltage: 230V
Light bronze T104R1HBL Lumen: -
ONLY FOR GLOBAL RAILS Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
3F ADAPTOR WHITE Black T104R1HZL Lamp type: RETROFIT LED
White T104R1THWL Colour temp: -
Brushed alu T104R11HAB Fitting: GU10
Bronze T104R11HOE Max. watt: 8w
Brushed brass T104R1IHLB Voltage: 230V
Light bronze T104R11HBL Lumen: -
ONLY FOR GLOBAL RAILS Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
IP20
VICTOR SPOT GU10 FINISH & ORDER CODE LIGHT SPECS & ELECTRO
3F ADAPTOR BLACK Black T104R2HZL Lamp type: RETROFIT LED
White T104R2HWL Colour temp: -
Brushed alu T104R2HAB Fitting: GU10
Bronze T104R2HOE Max. watt: 8W
Brushed brass T104R2HLB Voltage: 230V
Light bronze T104R2HBL Lumen: -
ONLY FOR EUTRAC RAILS Gear: -
Beam angle: -
CRI: -
ADDITIONAL INFORMATION
RAL colours available
Excl. lightbulb
IP20

VICTOR




VICTOR SPOT GU10
3F ADAPTOR WHITE

ONLY FOR EUTRAC RAILS

FINISH & ORDER CODE

Black T104R21HZL
White T104R21HWL
Brushed alu T104R21HAB
Bronze T104R21HOE
Brushed brass T104R21HLB
Light bronze T104R21HBL

ADDITIONAL INFORMATION

RAL colours available

LIGHT SPECS & ELECTRO

Lamp type: RETROFIT LED

Colour temp: -
Fitting: GU10
Max. watt: 8w
Voltage: 230V
Lumen: -
Gear: -
Beam angle: -
CRI: -

Excl. lightbulb
©) P20
VICTOR FINISH & ORDER CODE
HONEYCOMB Black TAO!
ADDITIONAL INFORMATION
@52
VICTOR SUSPENSION



RANGE OF MOTION

VICTOR SPOT

120

@55

150

@55

SPOT VICTOR




